












Prime

Prime

1. Follow Pressure Relief Procedure, page 14.

2. Lock gun trigger. Remove tip and tip guard from

gun.

3. Place suction tube in the material that will be

sprayed.

Note

Do not stretch hose tight let it hang to

assist fluid flow into the pump.

4. Turn regulator adjustment knob (G)

counterclockwise until it stops, and gauge

(E) reads zero.

5. Open bleed type master valve (B).

6. Prime through drain valve if necessary.

Note

Usually 1K high viscosity materials.

NOTICE

Do not prime pump through drain/purge

valve using two component materials. Mixed

two-component materials will harden in valve

and result in clogging.

a. Place drain tube in a grounded waste pail.

Open drain/purge valve (J) slightly by rotating

counterclockwise.

Left: Xtreme Lower Right: Dura-Flo

Lower
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Prime

b. Start the pump by rotating the air regulator

adjustment knob (G) clockwise until pump

begins to move.

7. Prime hose and gun:

a. Disengage gun trigger lock. Hold the gun

against a grounded metal pail.

b. Trigger gun, slowly open regulator

adjustment knob (G) until pump beings to

cycle and a steady stream comes from gun.

Trigger gun for 10-15 seconds.

Note

If using an AA gun, increase air

pressure by turning gun regulator

clockwise.

c. Engage trigger lock.

8. The equipment is now ready to spray; go to

Spray, page 19.

18 334645B



Spray

Spray

NOTICE

Do not allow pump to run dry. It will quickly

accelerate to a high speed causing damage.

1. Prime. See Prime, page 17.

2. Follow Pressure Relief Procedure, page 14.

3. Install tip and tip guard on gun.

4. Open bleed type master air valve (B).

5. Turn regulator adjustment knob (G) until gauge

(E) reads desired pressure. Turn clockwise to

increase pressure, counterclockwise to decrease

pressure.

6. Disengage gun trigger lock.

7. Spray a test pattern. Read fluid manufacturer’s

recommendations. Adjust pressure as

necessary. If using an AA gun, increase gun air

pressure while testing spray pattern.

8. Flush when done spraying. See Flush, page 15.

9. Follow Pressure Relief Procedure, page 14.

Shutdown

NOTICE

Never leave water or water-base fluid in pump over

night. If you are pumping water-base fluid, flush

with water first, then with a rust inhibitor, such as

mineral spirits. Relieve pressure, but leave rust

inhibitor in pump to protect parts from corrosion.

Follow Pressure Relief Procedure, page 14.

Always flush the pump before the fluid dries on the

displacement pump rod. See Flush, page 15.
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Maintenance

Maintenance

Preventative Maintenance Schedule

The operating conditions of your particular system

determine how often maintenance is required.

Establish a preventive maintenance schedule by

recording when and what kind of maintenance is

needed, and then determine a regular schedule for

checking your system.

Daily Maintenance

Note

For over night shutdown, stop pump at

bottom of its stroke to prevent fluid from

drying on exposed displacement rod

and damaging throat packings. Follow

Pressure Relief Procedure, page 14.

1. Flush. See Flush, page 15.

2. Relieve pressure. See

Pressure Relief Procedure, page 14.

3. Check packing nut (S ). Adjust packings and

replace TSL as necessary. Torque to 25-30 ft-lb

(34-41 N•m).

4. Drain water from air filter.

5. Clean suction tube using a compatible solvent.

It is recommended that you clean the outside of

the sprayer using a cloth and compatible solvent.

6. Check hoses, tubes, and couplings. Tighten all

fluid connections before each use.

7. Clean fluid line filter.

Corrosion Protection

Always flush the pump before the fluid dries on the

displacement rod. Never leave water or water-based

fluid in the pump overnight. First, flush with water

or a compatible solvent, then with mineral spirits.

Relieve the pressure, but leave the mineral spirits in

the pump to protect the parts from corrosion.

Cart Maintenance

Periodically lubricate the axle between points A and

B with lightweight oil.

Keep the cart clean by wiping up spills daily, using a

compatible solvent
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Troubleshooting

Troubleshooting

1. Follow Pressure Relief Procedure, page 14.

2. Check all possible causes and problems before

disassembling pump.

3. See air motor manual for air motor specific

troubleshooting

* To determine if fluid hose or gun is obstructed,

follow Pressure Relief Procedure, page 14.

Disconnect fluid hose and place a container at

pump fluid outlet to catch any fluid. Turn on air

power just enough to start pump. If pump starts,

the obstruction is in fluid hose or gun.

Problem Cause Solution

Valve closed or clogged. Clear air line; increase air supply.

Check that valves are open.

Fluid hose or gun obstructed. Clean hose or gun.*

Dried fluid on displacement rod. Clean rod; always stop pump at

bottom of stroke; keep wet-cup

filled with compatible solvent.

Does not operate.

Air motor parts dirty, worn, or

damaged.

Clean or repair air motor. See

motor manual.

Air line restricted or air supply

inadequate. Valves closed or

clogged.

Clear air line; increase air supply.

Check that valves are open.

Fluid hose/gun obstructed; hose ID

too small.

Clear hose or gun*; use hose with

larger ID.

Output low on both strokes.

Air motor icing. Open De-Ice control.

Open or worn intake valve. Clear or service intake valve.Output low on down stroke.

High viscosity fluid. Adjust intake spacers.

Output low on upstroke. Open or worn piston valve or

packings.

Clear piston valve; replace

packings.

Fluid supply exhausted, clogged

suction.

Refill supply and prime pump.

Clean suction tube.

High viscosity fluid. Reduce viscosity; adjust intake

spacers.

Open or worn piston valve or

packings.

Clear piston valve; replace

packings.

Erratic accelerated speed.

Open or worn intake valve. Clear or service intake valve.

Runs sluggishly. Possible icing. Stop pump. Open De-Ice control.

Cycles or fails to hold pressure at

stall.

Worn check valves or seals. Service lower. See

Remove Lower, page 22, and

Xtreme Lowers manual (311762).

Air bubbles in fluid. Loose suction line. Tighten. Use compatible liquid

thread sealant or PTFE tape on

connections.

Incorrect fluid pressure at gun. See gun manual; read fluid

manufacturer’s recommendations.

Poor finish or irregular spray

pattern.

Fluid is too thin or too thick. Adjust fluid viscosity; read fluid

manufacturer’s recommendations.
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Remove Lower

Remove Lower

Required Tools

• Set of adjustable wrenches

• Torque wrench

• Rubber mallet

• Thread lubricant

• Anti-seize lubricant 222955

• Loctite® 2760™ or equivalent

Disconnect and Reconnect Lower

1. Flush pump; see Flush, page 15. Stop

pump at bottom of its stroke. Follow

Pressure Relief Procedure, page 14.

2. Disconnect air hose.

3. Disconnect fluid hose (W). Hold fluid outlet fitting

(P) with a wrench to keep it from loosening while

you disconnect suction hose (N).

4. Note the relative position of lower’s fluid outlet

(P) to inlet (X) of motor for easier reassembly

alignment. If motor does not require service,

leave it attached to its mounting.

5. Hold the flats of the air motor piston rod with

a wrench. Use another wrench to loosen the

coupling nut (CN).

6. Remove the tie rod nuts (TN).

7. Remove lower. Refer to the Lower manual to

service lower. To service motor, refer to separate

motor manual.

8. Reconnect lower by following disconnect steps in

reverse order.

Note

Torque nuts (308) to 50-60 ft-lb (68-81

N•m).
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Parts

Parts

Xtreme Sprayer Cart Packages

1 Apply grease to cart axles before assembling

wheels.

2 For heavy fluid packages 24X593 and 24X594

only.

3. Apply anaerobic pipe sealant to all non-swiveling

pipe threads.
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Parts

Xtreme Packages Without A Hopper

Sprayer Description and Quantity

No Hose and Gun With Hose and Gun

No Hopper No Hopper, No filter No Hopper

Ref Part Description

XL70H1 XL80H1 XL95H1 XL70H4 XL80H4 XL95H4 XL70H2 XL80H2 XL95H2

PL95C2



PUMP,

xtreme, xl,

220; Pump

Package

Parts, page 32

1 1

PL95C1 PUMP,

xtreme, xl,

220; Pump

Package

Parts, page 32

1

PL80C2



PUMP,

xtreme, xl,

250; Pump

Package

Parts, page 32

1 1

PL80C1 PUMP,

xtreme, xl,

250; Pump

Package

Parts, page 32

1

PL70C2



PUMP,

xtreme, xl,

290; Pump

Package

Parts, page 32

1 1

1

PL70C1 PUMP,

xtreme, xl,

290; Pump

Package

Parts, page 32

1

2 278770 HOSE,

coupled
1 1 1 1 1 1 1 1 1

4 116401 ADAPTER,

elbow
1 1 1 1 1 1 1 1 1

6 24W593 MODULE,

air controls;

see manual

3A0293

1 1 1 1 1 1 1 1 1

9* 24Y078 CART, heavy

duty
1 1 1 1 1 1 1 1 1

10* 113362 WHEEL, semi-

pneumatic
2 2 2 2 2 2 2 2 2

11* 113436 RING,

retaining
2 2 2 2 2 2 2 2 2

12* 154628 WASHER 2 2 2 2 2 2 2 2 2

14* 113361 CAP, tube,

round
2 2 2 2 2 2 2 2 2
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Parts

Sprayer Description and Quantity

No Hose and Gun With Hose and Gun

No Hopper No Hopper, No filter No Hopper

Ref Part Description

XL70H1 XL80H1 XL95H1 XL70H4 XL80H4 XL95H4 XL70H2 XL80H2 XL95H2

15 112395 SCREW, cap,

flng hd
4 4 4 4 4 4 4 4 4

16 112958 NUT, hex,

flanged
4 4 4 4 4 4 4 4 4

18a 247301 HOSE; 1 in. x

6 ft
1 1 1 1 1 1 1 1 1

18b 197682 TUBE, siphon 1 1 1 1 1 1 1 1 1

18c 181072 STRAINER 1 1 1 1 1 1 1 1 1

19 116402 ADAPTER,

qconnect
1 1 1 1 1 1 1 1 1

113498 VALVE, safety,

110 psi
1 1 1

120306 VALVE, safety,

85 psi
1 1 1

23

16M190 VALVE, safety,

95psi
1 1 1

25 XTR704 GUN, xtr7, 1"

hnd, 4 fng,

xhdrac

1 1 1

26a H73850 HOSE; 3/8 x

50 ft
1 1 1

26b H72506 HOSE; 1/4 x 6

ft

26c 164856 NIPPLE, 3/8 x

1/4

* Included in Cart Kit (9).

 Includes Built-In Filter.
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Parts

Xtreme Packages With A Hopper

Sprayer Description and Quantity

With Hose and Gun

Hopper

Ref Part Description

24X593 24X594 XL70H3 XL80H3 XL95H3

PL95C2



PUMP, xtreme, xl, 220;

Pump Package Parts, page 32
1

PL80C2



PUMP, xtreme, xl, 250;

Pump Package Parts, page 32
1

PL70C2



PUMP, xtreme, xl, 290;

Pump Package Parts, page 32
1

PL70C1 PUMP, xtreme, xl, heavy duty;

Pump Package Parts, page 32
1

1

PL80C1 PUMP, xtreme, xl, heavy duty;

Pump Package Parts, page 32
1

2 278770 HOSE, coupled 1 1 1 1 1

4 126939 FITTING, elbow, 90º, female, reducing 1 1 1 1 1

5 128095 FITTING, cam and groove; 1.5 npt(m) 1 1 1 1 1

6 24W593 MODULE, air controls; see manual

3A0293
1 1 1 1 1

7 17E114 HOPPER 1 1 1 1 1

8 17C692 FITTING, cam/groove, 1.5m, 1-1/2 npt 1 1 1 1 1

9* 24Y078 KIT, cart, heavy duty 1 1 1 1 1

10* 113362 WHEEL, semi-pneumatic 2 2 2 2 2

11* 113436 RING, retaining 2 2 2 2 2

12* 154628 WASHER 2 2 2 2 2

14* 113361 CAP, tube, round 2 2 2 2 2

15 112395 SCREW, cap, flng hd 8 8 8 8 8

16 112958 NUT, hex, flanged 8 8 8 8 8

113498 VALVE, safety, 110 psi 1 1

120306 VALVE, safety, 85 psi 1 1

23

16M190 VALVE, safety, 95psi 1

XTR704 GUN, xtr 7, 1" hnd, 4 fng, xhdrac 1 1 125

262854 GUN, XHF 1 1

H77550 HOSE, coupled, 7250 psi, 3/4 in ID; 50

ft
1 1

26a

H73850 HOSE, coupled, 7250 psi, 3/8 in ID; 50

ft
1 1 1

H75025 HOSE, coupled, 7250 psi, 1/2 in ID; 50

ft
1 1

26b

H72506 HOSE, coupled, 7250 psi, 1/4 in ID; 6 ft 1 1 1

16R883 FITTING, nipple, reducing, 3/4 x 1/2 1 126c

164856 FITTING, nipple, 3/8 x 1/4 1 1 1

29 - - - BRACKET, hopper 1 1 1 1 1

30 - - - BRACKET, hopper, upper 1 1 1 1 1

31 15M987 FITTING, elbow, 60 deg 1 1 1 1 1
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Parts

Sprayer Description and Quantity

With Hose and Gun

Hopper

Ref Part Description

24X593 24X594 XL70H3 XL80H3 XL95H3

32 - - - FITTING, bushing, 1-1/2 1 1 1 1 1

41 16T480 VALVE, check 1 1

44 160032 FITTING, nipple; 3/4–14 npt 1 1

45 158491 FITTING, nipple; 1/2–14 npt 1 1

46 24P834 SWIVEL, straight, PTFE 1 1

47 171439 NIPPLE, pipe, reducing 1 1

48 17C453 GASKET, 2 in. (packet 6) 1 1 1 1 1

 Includes Built-In Filter.

* Included in Cart Kit 24Y078.

 Included in Hopper Kit 24X570.

 Included in the Hose and Gun Kit 24X553.
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Parts

Dura-Flo Cart Packages

1 Apply grease to cart axles before assembling

wheels.
2. Apply anaerobic pipe sealant to all non-swiveling

pipe threads.
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Parts

Dura-Flo Cart Package Parts

Quantity

No Hose and Gun With Hose and Gun

No Hopper
No Hopper,

No Filter
No Hopper With Hopper

Ref Part Description

XL45H1 XL45H4 XL45H2 XL45H3

1 PL45C1 PUMP, duraflo, xl, 430,

nf; Pump Package Parts,

page 32

1 1 1 1

2 128093 HOSE, coupled 1 1 1 1

3a 24X547 KIT, fitting, nipple, 2 in.

npt x 2.5 in.
1 1 1 1

3b - - - PIPE, elbow female; 2 x

1.5
1 1 1 1

15T271 BUSHING, 1.5 x 1 npt

reducer sst
1 1 1

5

128095 FITTING, cam and

groove
1

6 24W040 MODULE, air controls;

see manual 3A0293
1 1 1 1

7 16U536 HOPPER, weldment 1

8 17C692 FITTING, cam/groove,

1.5m, 1-1/2npt
1

9* 24Y078 CART, heavy duty 1 1 1 1

10* 113362 WHEEL, semi-pneumatic 2 2 2 2

11* 113436 RING, retaining 2 2 2 2

12* 154628 WASHER 2 2 2 2

14* 113361 CAP, tube, round 2 2 2 2

15 112395 SCREW, cap, flng hd 4 4 4 8

16 112958 NUT, hex, flanged 4 4 4 8

17 238620 FILTER, paint 1 1 1

18 24T757 HOSE, w/siphon, xtreme 1 1 1

19 116402 ADAPTER, qconnect 1 1 1

20 - - - LABEL, identification 1 1 1 1

23 114055 VALVE, safety, 105 psi 1 1 1 1

25 XTR504 GUN, xtr5, 1" hnd, 4 fng,

xhdrac
1 1

26 24T755 HOSE SET, xtreme,

5600 psi
1 1

29 17C474 BRACKET, hopper 1

30 17D554 BRACKET, hopper,

upper
1

32 128094 FITTING, bushing, 1-1/2 1

48 17C453 GASKET, 2 in. (pack of

6)
1

* Included in Cart Kit 24Y078.
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Parts

Wall Mount Packages

1. Apply stainless steel pipe sealant to all

non-swiveling pipe threads.
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Parts

Wall Mount Package Parts

QuantityRef Part Description

XL45W1 XL70W1 XL80W1 XL95W1

201 24X181 BRACKET, wall, xl 1 1 1 1

202 24W593 MODULE, air controls, wall;

see manual 3A0293
1 1 1 1

PL45C1 PUMP, duraflo, xl, 430;

Pump Package Parts, page

32

1

PL95C2 PUMP, xtreme, xl, 220;

Pump Package Parts, page

32

1

PL80C2 PUMP, xtreme, xl, 250;

Pump Package Parts, page

32

1

203

PL70C2 PUMP, xtreme, xl, 290;

Pump Package Parts, page

32

1

204 238620 FILTER, paint 1

205 197682 TUBE, suction 1 1 1 1

206 247302 HOSE, suction, 1 in npt x

qconnect
1 1 1 1

116401 ADAPTER, elbow 1 1 1207

120291 PIPE, elbow female 1

208 116402 ADAPTER, qconnect 1 1 1 1

210 - - - LABEL, identification 1 1 1 1

211 206994 FLUID, tsl 8 oz bottle 1 1 1 1

214 187147 STRAINER, inlet 1 1 1 1

215 114967 COUPLING, pipe, 1" 1 1 1 1

216 195151 TUBE, intake 1 1 1 1

217a 24X547 KIT, nipple, 2 in npt 1

217b - - - ELBOW, 1.5 x 2 np 1

218 121239 BUSHING, 1.5 x 1 npt

reducer sst
1

219 112395 SCREW, cap, flng hd 4 4 4 4

220 112958 NUT, hex, flanged 4 4 4 4

128093 HOSE, coupled 1221

278770 HOSE, coupled 1 1 1

113498 VALVE, safety, 110 psi 1

120306 VALVE, safety, 85 psi 1

16M190 VALVE, safety, 95 psi 1

222

114055 VALVE, safety, 105 psi 1

 Includes Built-In Filter.
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Parts

Pump Package Parts

1 Torque to 95–105 ft-lb (129–142 N•m).

2 Torque to 230–250 ft-lb (312–340 N•m).

3 Apply anaerobic pipe sealant.

4
Apply stainless steel pipe sealant to all

non-swiveling pipe threads.
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Parts

Pump Package Parts

QuantityRef Part Description

PL45C1 PL70C1 PL70C2 PL80C1 PL80C2 PL95C1 PL95C2

101 24X856 MOTOR, air, 13 in.; includes

101a; see manual 334644
1 1 1 1 1 1 1

101a▲ 15F674 LABEL, safety, motor (not shown) 1 1 1 1 1 1 1

184382 ROD, tie 3102

17A048 ROD, tie, m16 x 2.0 3 3 3 3 3 3

103 15U606 NUT, lock, m16 x 2 3 3 3 3 3 3 3

100133 WASHER, lock, 3/8 4 4 4 4 4 4104

120465 SPACER, mounting, threaded 4

112958 NUT, hex, flanged 4105

100101 SCREW, cap, hex hd 4 4 4 4 4 4

106 244524 WIRE, ground assy with clamp 1 1 1 1 1 1 1

106a▲ 290079 TAG, warning, grounding (not

shown)
1 1 1 1 1 1 1

24W644 LOWER, duraflo, 3/4,

(18cm-cstl); see manual 311825
1

L22HC1 LOWER, xtreme, xl, 220; see

manual 311762
1

L22HC2 LOWER, xtreme, xl, 220; see

manual 311762
1

L25HC1 LOWER, xtreme, xl, 250; see

manual 311762
1

L25HC2 LOWER, xtreme, xl, 250; see

manual 311762
1

L29HC1 LOWER, xtreme, xl, 290; see

manual 311762
1

107

L29HC2 LOWER, xtreme, xl, 290; see

manual 311762
1

108 171439 NIPPLE, pipe, rdcg 1 1 1

184583 ADAPTER, rod 1 1 1 1 1 1110

184582 ADAPTER, rod 1

184129 COLLAR, coupling 2 2 2 2 2 2111

184130 COLLAR, coupling 2

184098 NUT, coupling 1 1 1 1 1 1112

184096 NUT, coupling 1

118 15K296 SPACER 1

120▲ 172479 TAG, warning, lower (not shown) 1 1 1 1 1 1 1

 Includes Built-In Filter.

HD Not for sale. Purchase individual parts as necessary.

▲ Replacement Warning labels, signs, tags, and cards are available at no cost.
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Dimensions

Dimensions

Sprayer Cart Packages

Mount A B C D E

Dura-Flo
40.75 in

(1035.05 mm)

28.5 in

(723.9 mm)

26.25 in

(666.75 mm)

46.25 in

(1174.75 mm)

25.75 in

(654.05 mm)

Xtreme
40.75 in

(1035.05 mm)

28.5 in

(723.9 mm)

26.25 in

(666.75 mm)

51 in

(1295.4 mm)

25.75 in

(654.05 mm)

Wall Mount and Pump Packages

Mount A B C D

Dura-Flo
30.75 in

(781.05 mm)

49.25 in

(1250.95 mm)

22 in

(558.8 mm)

23 in

(584.2 mm)

Xtreme
26.25 in

(666.75 mm)

43.5 in

(1104.9 mm)

22 in

(558.8 mm)

23 in

(584.2 mm)
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Dimensions

Wall Mount Bracket Mounting Hole Diagram

1 1/2 in (12.7 mm) diameter holes for mounting to stand

2 7/16 in (11 mm) diameter holes for mounting to wall

A 17.8 in (450.9 mm)

B 14.5 in (368.3 mm)

C 5.4 in (136.5 mm)

D 1.6 in (41.4 mm)

E 9 in (228.6 mm)

F 12.4 in (314.3 mm)

G 1 in (25.4 mm)

H 5.3 in (133.4 mm)

J 7.4 in (187.3 mm)

K 2 in (50.8 mm)
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Performance Charts

Performance Charts

Calculate Fluid Outlet Pressure

To calculate fluid outlet pressure (psi/MPa/bar) at

a specific fluid flow (gpm/lpm) and operating air

pressure (psi/MPa/bar), use the following instructions

and pump data charts.

1. Locate desired flow along bottom of chart.

2. Follow vertical line up to intersection with

selected fluid outlet pressure curve. Follow left to

scale to read fluid outlet pressure.

Calculate Pump Air Flow/Consump-
tion

To calculate pump air flow/consumption (scfm or

m3/min) at a specific fluid flow (gpm/lpm) and air

pressure (psi/Mpa/bar), use the following instructions

and pump data charts.

1. Locate desired flow along bottom of chart.

2. Follow vertical line up to intersection with

selected fluid outlet pressure curve. Follow right

to scale to read air flow consumption.

Key: Air Pressure

A 100 psi (0.7 MPa, 7 bar)

B 70 psi (480 kPa, 4.8 bar)

C 40 psi (280 kPa, 2.8 bar)

45:1

Cycles Per Minute (cpm)

00 1.01.0
(3.8)

99 1818 2626 3535 4444 5353 606060006000
(42.0, 420)

50005000
(35.0, 350)

40004000
(28.0, 280)

30003000
(21.0, 210)

20002000
(14.0, 140)

10001000
(7.0, 70)

300300
(8.5)

250250
(7.0)

200200
(5.6)

150150
(4.2)

2.02.0
(7.6)

3.03.0
(11.4)

4.04.0
(15.2)

5.05.0
(19.0)

6.06.0
(22.7)

7.07.0
(26.5)

100100
(2.8)

5050
(1.4)

A

AB

B
C

C

Fluid Pressure

psi (bar)

Fluid Flow gpm (lpm)

Air Flow

scfm (m3/min)
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Performance Charts

70:1

Cycles Per Minute (cpm)

00 1.01.0
(3.8)

1313 2626 3939 5252 6060
80008000

(56.0, 560)

70007000
(49.0, 490)

60006000
(42.0, 420)

50005000
(35.0, 350)

40004000
(28.0, 280)

30003000
(21.0, 210)

20002000
(14.0, 140)

10001000
(7.0, 70)

300300
(8.5)

250250
(7.0)

200200
(5.6)

150150
(4.2)

2.02.0
(7.6)

3.03.0
(11.4)

4.04.0
(15.2)

100100
(2.8)

5050
(1.4)

A
A

B

B
C

C

Fluid Pressure

psi (bar)

Fluid Flow gpm (lpm)

Air Flow

scfm (m3/min)

80:1

Cycles Per Minute (cpm)

00 1.01.0
(3.8)

1515 3030 4545 6060
80008000

(56.0, 560)

70007000
(49.0, 490)

60006000
(42.0, 420)

50005000
(35.0, 350)

40004000
(28.0, 280)

30003000
(21.0, 210)

20002000
(14.0, 140)

10001000
(7.0, 70)

300300
(8.5)

250250
(7.0)

200200
(5.6)

150150
(4.2)

2.02.0
(7.6)

3.03.0
(11.4)

4.04.0
(15.2)

100100
(2.8)

5050
(1.4)

A
A

B

B
C

C

Fluid Pressure

psi (bar)

Fluid Flow gpm (lpm)

Air Flow

scfm (m3/min)
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Performance Charts

Key: 95:1 Pumps Air Pressure

B 75 psi (517 kPa, 5.2 bar)

C 40 psi (280 kPa, 2.8 bar)

95:1

Cycles Per Minute (cpm)

00 1.01.0
(3.8)

1717 3434 5151 6060
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Technical Specifications

Technical Specifications

Xtreme XL Spray Packages

U.S. Metric

Maximum air inlet pressure to sprayer 150 psi 1 MPa, 10.3 bar

Stroke length (nominal) 4.75 in.

Maximum pump speed

(Do not exceed maximum recommended speed

of fluid pump, to prevent premature pump wear)

60 cycles per minute

Sound Data See Xtreme XL Motor manual for sound data.

Air Inlet Size 1 in. npt(f)

Wetted Parts Carbon steel; ally steel; 304, 440 and 17–4 PH grades

of stainless steel; zinc and nickel plating; ductile iron;

tungsten carbide; PTFE; leather

Fluid Inlet Size

All Xtreme Lower Pumps 1 1/4 npt(m)

Dura-Flo Lower Pumps 2 in. npt(f)

Fluid Outlet Size

(Number of Outlets)

Xtreme Lower Pumps With Built-In Filters (2) 1/2 in. npt(f)

Xtreme Lower Pumps Without Filters (1) 1 in. npt(f)

Dura-Flo Lower Pumps (1) 3/4 npt(m)

Maximum Air Operating Pressure

XL45 100 psi 0.7 MPa, 7 bar

XL70 100 psi 0.7 MPa, 7 bar

XL80 88 psi 0.6 MPa, 6.1 bar

XL95 76 psi 0.52 MPa, 5.2 bar

Maximum Fluid Working Pressure

XL45 4500 psi 31 MPa, 310 bar

XL70 7100 psi 48.9 MPa, 489 bar

XL80 7250 psi 50 MPa, 500 bar

XL95 7250 psi 50 MPa, 500 bar

Weight

XL70, XL80, XL90 340 lbs. 154.2 kg

XL45 341 lbs. 154.7 kg
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Graco Standard Warranty

Graco warrants all equipment referenced in this document which is manufactured by Graco and bearing its
name to be free from defects in material and workmanship on the date of sale to the original purchaser for use.
With the exception of any special, extended, or limited warranty published by Graco, Graco will, for a period of
twelve months from the date of sale, repair or replace any part of the equipment determined by Graco to be
defective. This warranty applies only when the equipment is installed, operated and maintained in accordance
with Graco’s written recommendations.

This warranty does not cover, and Graco shall not be liable for general wear and tear, or any malfunction,
damage or wear caused by faulty installation, misapplication, abrasion, corrosion, inadequate or improper
maintenance, negligence, accident, tampering, or substitution of non-Graco component parts. Nor shall Graco
be liable for malfunction, damage or wear caused by the incompatibility of Graco equipment with structures,
accessories, equipment or materials not supplied by Graco, or the improper design, manufacture, installation,
operation or maintenance of structures, accessories, equipment or materials not supplied by Graco.

This warranty is conditioned upon the prepaid return of the equipment claimed to be defective to an authorized
Graco distributor for verification of the claimed defect. If the claimed defect is verified, Graco will repair or replace
free of charge any defective parts. The equipment will be returned to the original purchaser transportation
prepaid. If inspection of the equipment does not disclose any defect in material or workmanship, repairs will be
made at a reasonable charge, which charges may include the costs of parts, labor, and transportation.

THIS WARRANTY IS EXCLUSIVE, AND IS IN LIEU OF ANY OTHER WARRANTIES, EXPRESS OR IMPLIED,
INCLUDING BUT NOT LIMITED TO WARRANTY OF MERCHANTABILITY OR WARRANTY OF FITNESS
FOR A PARTICULAR PURPOSE.

Graco’s sole obligation and buyer’s sole remedy for any breach of warranty shall be as set forth above. The
buyer agrees that no other remedy (including, but not limited to, incidental or consequential damages for lost
profits, lost sales, injury to person or property, or any other incidental or consequential loss) shall be available.
Any action for breach of warranty must be brought within two (2) years of the date of sale.

GRACO MAKES NO WARRANTY, AND DISCLAIMS ALL IMPLIED WARRANTIES OF MERCHANTABILITY
AND FITNESS FOR A PARTICULAR PURPOSE, IN CONNECTION WITH ACCESSORIES, EQUIPMENT,
MATERIALS OR COMPONENTS SOLD BUT NOT MANUFACTURED BY GRACO. These items sold, but not
manufactured by Graco (such as electric motors, switches, hose, etc.), are subject to the warranty, if any, of
their manufacturer. Graco will provide purchaser with reasonable assistance in making any claim for breach of
these warranties.

In no event will Graco be liable for indirect, incidental, special or consequential damages resulting from Graco
supplying equipment hereunder, or the furnishing, performance, or use of any products or other goods sold
hereto, whether due to a breach of contract, breach of warranty, the negligence of Graco, or otherwise.

FOR GRACO CANADA CUSTOMERS

The Parties acknowledge that they have required that the present document, as well as all documents, notices
and legal proceedings entered into, given or instituted pursuant hereto or relating directly or indirectly hereto, be
drawn up in English. Les parties reconnaissent avoir convenu que la rédaction du présente document sera en
Anglais, ainsi que tous documents, avis et procédures judiciaires exécutés, donnés ou intentés, à la suite de ou
en rapport, directement ou indirectement, avec les procédures concernées.

Graco Information

For the latest information about Graco products, visit www.graco.com.

For patent information, see www.graco.com/patents.

To place an order, contact your Graco Distributor or call to identify the nearest distributor.

Phone: 612-623-6921 or Toll Free: 1-800-328-0211 Fax: 612-378-3505

All written and visual data contained in this document reflects the latest product information available at the time of publication.

Graco reserves the right to make changes at any time without notice.

Original Instructions. This manual contains English. MM 334645
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